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IT/AV  PD  20W  1C  CHARGER

IT/AV  PD  20W  1C  CHARGER

IT/AV  PD  20W  1C  CHARGER

IT/AV  PD  30W  1C  CHARGER
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APPLE 2.4A,MTK-PE,DCP,
QC2.0,QC3.0,QC4+,

SAMSUNG-AFC-9V/12V,
HUAWEI-SCP,HUAWEI-FCP,

VOOC/DASH/WARP,
PD3.0 PPS

APPLE 2.4A,MTK-PE,DCP,
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AC 90V~264V 50/60HZ
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C1: 5V/3A  9V/2.22A  12V/1.67A   20W(MAX)

C1: 5V/3A  9V/2.22A  12V/1.67A   20W(MAX)

C1: 5V/3A  9V/2.22A  12V/1.67A   20W(MAX)

C1: 5V/3A  9V/3A  12V/2.5A
15V/2A  20V/1.5A   30W(MAX)

C1: 5V/3A  9V/2.22A  12V/1.67A   20W(MAX)

C1: 5V/3A  9V/3A  12V/2.5A 15V/2.33A

C1: 5V/3A  9V/3A  12V/2.5A 15V/2.33A

C1: 5V/3A  9V/3A  12V/3A 15V/3A

C1: 5V/3A  9V/3A  12V/3A 15V/3A

C1: 5V/3A  9V/3A  12V/3A 15V/3A

C1/C2: 5V/3A  9V/3A  12V/3A 15V/3A

C1: 5V/3A  9V/3A  12V/3A 15V/3A

C1: 5V/3A  9V/3A  12V/3A 15V/3A

C1: 5V/3A  9V/3A  12V/3A 15V/3A

C2: 5V/3A  9V/2.22A  12V/1.67A 20W(MAX)

C1: 5V/3A  9V/3A  12V/3A 15V/3A

C1: 5V/3A  9V/3A  12V/2.5A 15V/2.33A

A1: 5V/3A  9V/2A  12V/1.5A 18W(MAX)

A1: 5V/3A  9V/3A  12V/2.5A 30W(MAX)

A1: 5V/3A  9V/3A  12V/2.5A 30W(MAX)

A1: 5V/3A  9V/3A  12V/2.5A 30W(MAX)

A1: 5V/3A  9V/3A  12V/2.5A 30W(MAX)

A1: 5V/3A  9V/3A  12V/2.5A 30W(MAX)

A1: 5V/3A  9V/2A  12V/1.5A 18W(MAX)

A1: 5V/3A  9V/3A  12V/2.5A 30W(MAX)

C1+A1: 5V/3A  15W(MAX)

C1+A1: 5V/3A  15W(MAX)

C1+A1: 45W+18W (MAX)

C1+A1: 45W+18W (MAX)

C1+A1: 30W+18W (MAX)

C1+C2:45W+20W C1+A1: 45W+18W 

C1+C2:65W+20W C1+A1: 65W+18W 

C2+A1:5V/3A 15W C1+C2+A1:45W+15W 

C2+A1:5V/3A 15W C1+C2+A1:65W+15W 

C1+A1: 5V/3A  15W(MAX)

C1: 5V/3A  9V/3A  12V/2.5A

20V/1.75A  35W(MAX)

20V/1.75A  35W(MAX)

20V/3.25A  65W(MAX)

20V/3.25A  65W(MAX)

20V/2.25A  45W(MAX)

20V/3.25A  65W(MAX)

20V/5A  100W(MAX)

20V/5A   140W(MAX)28V/5A

20V/5A  100W(MAX)

20V/3.25A  65W(MAX)

20V/1.75A  35W(MAX)

15V/2.33A  20V/1.75A  35W(MAX)
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Suitable for Smartphone: apple iphone 8 and all the support fast charging models, including the iphone 15/16/17; 
Android phones such as huawei, samsung and xiaomi support the pd phone.Tablet: apple's ipad (such as the ipad air, 
 ipad mini); The android tablet, such as huawei's matepad, samsung and the xiaomi pad series, supports the pd20w 
fast charging tablet.Other small devices: TWS headphones, smartwatch, bluetooth speakers, etc.

智能手机:苹果iPhone 8 及之后所有支持快充的型号,包括 iPhone 15/16/17 系列;安卓手机如华为、三星、小米等支持PD快充协议手机；
平板电脑:苹果iPad (如 iPad Air, iPad mini 等)；安卓平板如华为MatePad、三星Tab、小米Pad系列等支持PD20W快充协议平板电脑。
其他小型设备：如AirPods 等TWS耳机、智能手表、蓝牙音箱等.

智能手机：苹果iPhone 8 及之后所有支持快充的型号,包括 iPhone 15/16/17 系列;30W功率尤其适合Pro系列快速补电；
多数安卓手机如华为、三星、小米等支持PD30W快充协议手机；
平板电脑：苹果iPad包括iPad Pro、iPad Air等，30W可满足快充需求，例如iPad Pro 15V/2A档位；安卓平板如华为MatePad、
三星Tab、小米Pad系列等支持PD30W快充协议平板电脑;
笔记本电脑:部分小功率轻薄笔记本（如MacBook Air、Windows超极本）支持20V/1.5A档位，30W可提供基础供电;
其他数码设备:Switch游戏机、蓝牙耳机、智能手表、蓝牙音箱等支持PD快充协议设备；

智能手机：苹果iPhone 15/16/17系列如iPhone 16 Pro Max实测握手15V电压，35分钟充至62%；多数安卓手机 (如华为、三星、
小米等支持PD快充协议手机；
平板电脑：苹果iPad Pro/Air/mini全系，安卓平板如华为MatePad、三星Tab、小米Pad系列等支持快充协议平板电脑。
笔记本电脑：轻薄本/高性能本如MacBook Air/Pro（M4系列实测64.26W）、联想小新、华为MateBook X Pro（62.75W）等，
65W可满足满速充电需求，部分高性能本在低负载时也能维持供电；Windows超极本：如戴尔XPS、惠普Spectre等
兼容20V/3.25A档位，充电功率稳定在60W以上；
其他数码设备:Switch游戏机、蓝牙音箱等支持PD快充协议设备；无人机电池如大疆部分型号，65W可为电池快速补能；
相机/创作设备如索尼A7 M4等支持PD快充的相机，搭配E-Marker线缆可缩短30%充电时间.

智能手机：苹果iPhone 15/16/17系列；多数安卓手机 (如华为、三星、小米等支持PD快充协议手机；
平板电脑：苹果iPad Pro/Air/mini全系，安卓平板如华为MatePad、三星Tab、小米Pad系列等支持PD快充协议平板电脑。
高性能笔记本电脑：苹果MacBook Pro/Air如M1/M2/M3系列（实测MacBook Pro 16 M1 Max充电功率达90-94W），

联想小新、华为MateBook等轻薄本，均支持20V/5A档位满速充电；游戏本/移动工作站有部分型号（如机械革命Code 01）
在低负载时可兼容100W供电，但高性能模式下需原装适配器。
其他数码设备:无人机/相机如大疆部分型号、索尼A7系列，搭配E-Marker线缆可缩短30%充电时间.

智能手机：苹果iPhone 15/16/17系列；多数安卓手机 如华为、三星、小米等支持PD快充协议手机；
平板电脑：苹果iPad Pro/Air/mini全系，安卓平板如华为MatePad、三星Tab、小米Pad系列等支持PD快充协议平板电脑。
高性能笔记本电脑：苹果MacBook Pro/Air如M1/M2/M3系列（实测MacBook Pro 16 M1 Max充电功率可达139.22W（握手28V/5A档位），
实现满速充电，联想小新、华为MateBook等轻薄本，均支持20V/5A档位满速充电；游戏本/移动工作站有部分型号（如联想拯救者）
支持PD3.1 140W协议，低负载时可替代原装适配器，但高性能模式下需原装适配器。
其他数码设备:无人机/相机如大疆部分型号、索尼A7系列，搭配E-Marker线缆可缩短30%充电时间.

智能手机：苹果iPhone 8 及之后所有支持快充的型号,包括 iPhone 15/16/17 系列;可实现PD快充，45W功率可满血激活iPhone 17系列
的40W快充需求，30分钟可充至60%电量；多数安卓手机 (如华为、三星、小米等支持PD45W快充协议手机；
平板电脑：苹果iPad Pro/Air/mini全系，单口45W输出可为iPad Air提供31.92W快充，实现快速充电；安卓平板如华为MatePad、
三星Tab、小米Pad系列等支持PD快充协议平板电脑。
笔记本电脑：部分小功率轻薄笔记本如MacBook Air、联想小新等，45W功率可满足日常办公需求。实测MacBook Air充电功率达42.19W,
1小时充入70%电量；联想笔记本稳定39.5W充电；高性能本：部分机型（如i9-12900H）在低负载时可维持基础充电。
其他数码设备:Switch游戏机支持PD快充，45W可满足主机模式或手持充电需求，蓝牙耳机、智能手表蓝牙音箱等支持PD快充协议设备；

Smartphone: apple iphone 8 and all the support fast charging models, including the iphone 15/16/17; The 30w power 
is especially suitable for the pro series.Most of the mobile phones such as huawei, samsung and xiaomi support pd30w.
Tablets: apple's ipad includes the ipad's proe-ipad air, etc., 30 w, which can meet fast demand, such as the ipad pro 
15v/2a gear. The android tablet such as huawei matepad,The samsung taband xiaomi pad series supports the pd30w 
fast charging tablet.Laptop: some small power and light laptops (such as the macbook airwindow superextreme) 
support 20v/1.5a gear, 30w, which provides basic power supply.Other digital devices: switch console, bluetooth 
headset, smartwatk-watch, bluetooth voice box, etc. Support pd fast charge protocol equipment;

Smartphone: apple iphone 8 and all the support fast charging models, including the iphone 15/16/17; Can realize pd fast charge, 
45w power can be full of blood to activate the iphone 17 series 40w fast charge, 30 minutes can be filled to 60%. 
Most of the mobile phones (such as huawei, samsung, xiaomi, etc., support pd45w.Tablet: apple's ipad pro/air/mini, with a 45w 
output available for the ipad air, which provides 331.92w charging, and fast charging; The android tablet such as huawei 
matepad,Samsung taband xiaomi pad series support pd fast charge tablet.Laptop: some small power and light laptops 
such as the macbook air, lenovo small new, etc., 45w power can meet the daily office needs. The actual macbook air is 42.19w,
In an hour of 70% charge; Lenovo notebook stable 39.5w charging; High performance: some models (such as i9-12900h) 
can maintain the base charge while low load.Other digital devices: the switch console supports pd quick charge, 45w can 
satisfy host mode or hand charging demand, bluetooth headset, smart watch bluetooth voice box and so on 
support pd fast charging equipment;

Smartphone: apple's iphone 15/16/17, such as the iphone 16 pro Max, is a 15v voltage, 35 minutes to 62%. Most of the mobile phones 
(such as huawei and samsung,Xiaomi and other support pd fast charge of the mobile phone;
Tablet: apple's ipad pro/air/mini system, and the android tablet, such as huawei's matepad, samsung taband, and the xiaomi pad series, 
support the fast charging tablet.Laptop: light/light/high performance, such as the macbook air/pro(m4 series, 64.26w), 
lenovo little new, huawei matebook x pro(62.75w), etc.65w can meet full speed charging requirements, and some high-performance units 
can also maintain electricity when low load. Windows super: dell xps, HP spectre and so on Compatible with 20v/3.25a gear, the charging 
power is stable at more than 60w.Other digital devices: switch game console, bluetooth voice box, etc. Support pd fast charge protocol 
equipment; The drone battery, such as the large area of the large region, can be used for the battery to quickly complement the battery.
Camera/creative devices such as SONY a7 m4 support the pd fast charging camera, which can be shortened by 30% charging time.

Smartphone: apple iphone 15/16/17; Most of the mobile phones (such as huawei, samsung, xiaomi, etc. Support pd fast - charge)
Tablet: apple's ipad pro/air/mini system, and the android tablet, such as huawei's matepad, samsung taband, and the xiaomi pad series,
 support the PPD tablet.High performance laptop: apple macbook pro/air, such as m1/m2/m3 series (measured macbook pro 16 m1 Max 
charging power 0.94w),Lenovo xiaxin, huawei matebook and other light and thin, all support 20v/5a gear full speed charge; 
There are some models (such as the mechanical revolution code 01)The 100w power supply can be compatible at low load, 
but the original loading adapter is required in high performance mode.Other digital devices: drones/cameras, such as parts of the 
great river, the SONY a7 series, and the e-marker cable can shorten the charging time by 30%.

Smartphone: apple iphone 15/16/17; Most of the android phones, such as huawei, samsung and xiaomi, support the pd phone.
Tablet: apple's ipad pro/air/mini system, and the android tablet, such as huawei's matepad, samsung taband, and the xiaomi pad series, 
support the PPD tablet.High performance laptop: apple macbook pro/air, such as m1/m2/m3 series (the macbook pro 16 m1 Max charge power 
can reach 139.22w(the 28v/5a gear),Full speed charging, lenovo xiaxin, huawei matebook and so on, all support 20v/5a gear full speed charge;
 The game base/mobile workstation has some models (such as the lenovo savior) Support pd3.1 140w protocol, while the low load can replace the 
original adapter, but the high performance mode needs the original adapter.Other digital devices: drones/cameras, such as parts of the great river,
 the SONY a7 series, and the e-marker cable can shorten the charging time by 30%.
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C1: 5V/3A  9V/3A  12V/3A 15V/3A 

C1: 5V/3A  9V/3A  12V/3A 15V/3A 

20V/2.25A    45W(MAX)

20V/2.25A    45W(MAX)

Intelligent temperature control
Adjustment output power

C1: 5V/3A  9V/3A  12V/3A 15V/3A 
20V/3.25A    65W(MAX)

Intelligent temperature control
Adjustment output power

38.0*33.5*55mm

38.0*33.5*55mm

C1/C2: 5V/3A  9V/3A  12V/3A 15V/3A 

C1: 5V/3A  9V/3A  12V/3A 15V/3A 

C2: 5V/3A  9V/2.22A  12V/1.67A 20W(MAX)

C1+C2: 45W+20W

C1+C2: 30W+20W

20V/3.25A    65W(MAX)

20V/2.25A    45W(MAX)
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